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PERFORMANCE DATA
RPM MPH GPH MPG
1000 54 1.5 3.60
1500 7.4 2.6 2.85
2000 8.9 47 1.89
2500 10.9 6.9 1.58
3000 19.9 9.2 2.16
3500 26.6 11.1 2.40
4000 334 14.4 2.32
4500 38.0 17.5 2.17
5000 43.5 24.7 1.76
5500 48.0 32.1 1.50
6100 51.9 41.0 1.27
TO PLANE: 4.28 sec
0-30 MPH: 7.39 sec
RECOMMENDED YAMAHA POWER
TWIN OUTBOARD: FL150XB
TWIN OUTBOARD: FL200XCA [test engines]
TWIN OUTBOARD: FL225XCA
55 - vPH ||
0 -@- GPH i3

Test performed and verified by Yamaha Application Engineers.

STANDARDS

Anchor: Roller/Chute

Baitwell: Aerated with Power Stream® Venturi Aerator

Bow Bolster & Bow Cushion

Bow Rails

Cleats: Pull Up

Compass: Ritchie

Electrical: Battery Charger 4 Bank w/ Inlet (twin engine)

Electrical: Quad Battery Backup System

Freshwater: Transom Shower

Gauges: Yamaha

Head: Electric, Macerator & Holding Tank

Hinges: Friction Hinges

Hull Color: White

Ladder

Powder Coat

Rod Boxes/Storage

Rod Holder/Cup Holder

Seating: Aluminum Lean Post with Backrest,
Tackle Drawers and Cooler

Seating: Rear

Shipping: Covers or Shrink Wrap

Steering: Hydraulic/Tilt

Stereo: Fusion RA70 with 4 Speakers

Storage: Port/Starboard Insulated Fish Boxes/Storage
with Diaphragm Pump

Tackle Box

Top: Fiberglass Hard Top with Spreader Lights and
Rod Holders

Trim Tabs with Lighted Indicator

Upholstery Choices: Nantucket Sand and Sterling

Wash Down (raw-water)
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OPTIONS

Hard Top: Color

Hull Colors: Side Stripe

Hull Celors: Full Hull

Light: Underwater LED

Light: Spotlight LED

Mat: Anti-fatigue with Century Boats Debossed Logo
Misters

Optimus Steering and Joystick

Radial Outriggers: Grand Slam 280

Radial Outriggers: Grand Slam 380

Raymarine Electronics: Factory Installed

Seating: Dual Bolster Helm Seat

Steering: Edson Wheel

Steering: Power Steering

Stereo: Fusion Signature Series

Stereo: Subwoofer with Amp

Table: Bow

Upholstery: GT Upgrade Package

Windlass: SS Anchor, 285’ Rope, 15' Chain (total 300’)
Yamaha Gateway
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FISHABILITY LUXURY RELIABILITY

SPECIFICATIONS
Length 26’
Beam 86"
Draft 15"
Weight w/out Engine 5800 Ibs
Fuel Capacity 184 gal
Deadrise at Transom 20 deg
Max Horsepower 450 hp
Bridge Clearance w/ Top 86"
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